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     INV L 2400 
              
Product name 

INV L 2400 
 

Description 
INV L 2400 is an invertase produced by fermentation of a non-GMO strain of 
Saccharomyces cerevisiae, used in the production of invert sugar 

by hydrolysis of sucrose into glucose and fructose. 
 

Composition 
Enzymatic preparation of invertase from Saccharomyces cerevisiae (EC 3.2.1.26) 
Water 63 - 64% 

Glycerin 35% 
Maltodextrin 0.5 - 1% 

Enzyme 0.5 - 1% 
Potassium sorbate   0.14% 

Sodium chloride 0.1% 
 
Benefits 

The hydrolysis by INV L 2400 of sucrose to glucose and fructose presents I 
following advantages: 

- Increases the solubility of the syrup 
- Reduces the risk of crystallization at higher concentrations 
- Enhance sweetness 

- Allows easier and more reproducible control of the browning of the product 
- Improves microbial stability (thanks to a reduced Aw) 

- Improves the appearance and increases the stability of the invert syrup 
during it storage compared to chemically hydrolyzed syrup 

 

Appearance and characteristics 
Physical form  Liquid 

Color    Brown 
Color may vary from batch to batch. The intensity of the color does not indicate 
activity enzymatic 

 
Enzymatic activity 

Invertase ≥2400 SUMNER units/g (Sumner units /g) 
 
Dosages 

The recommended dose depends on the degree of inversion desired, the pH, the 
temperature and reaction time. The inversion of 100% of sucrose, in optimal 

conditions (pH 4.5, temperature 65 ° C), takes place with a dosage of 10-15 liters 
of INV L 2400 per ton of syrup (65% sucrose -35% water) in a time of 6 hours. 
Invertase is rapidly inactivated at temperatures above 85° C 
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Microbiological / Chemical Information 
Total bacterial count ≤ 5000 cfu / g 
Anaerobic reducers of sulphate   <30 cfu / g 

Coliforms <30 cfu / g 
E. coli absent in 25g 

Salmonella sp absent in 25g 
Staphylococcus aureus absent in 1g 
Negative antibacterial activity   (<LoD) 

Negative mycotoxins (<LoD) 
Cadmium ≤ 0.5 mg / kg 

Mercury ≤ 0.5 mg / kg 
Arsenic ≤ 3 mg / kg 

Lead   ≤ 5 mg / kg 
     
Packaging, storage and shelf life 

20kg cans 
Keep the product in a dry place at 4-10 ° C 

Close the container after each use; store in the same conditions as before opening. 
If stored under recommended conditions, in unopened packaging, the product does 
not have a significant loss of business over a 2 year period. 

 
Compliance 

The product complies with FCC / FAO / WHO / JECFA recommended specifications. 
 
 

 
 

The information contained in this document is to be regarded as accurate transcription of our 
knowledge to date. We ourselves reserve the right to change the contents of this document without 
notice. 
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